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Specification & Product Information Sheet

Product Name

BacoFoil EasyCut Catering Cling Film Dispenser

Product Code

70B09

Material

3in 1 All Purpose Cling Film, in compliance with EU Regulation No

. 10/2011 and amendments, and other food contact legislation. For use with all food stuffs.

Roll Dimensions

Length 250mtrs (+/- 2.5%) Width

345 -355mm

Micron 5.9 - 8.1 micron

Labels Inner

Product labels to be placed centrally to the front & back of the
dispenser. Date-code to be stamped onto back label via label
machine.

Labels Outer

One Label containing Product code/Description/Barcode/Qty &
MPRD/Date-code to be applied to the outer case.

Country Of Origin &

Country Of Origin France.

Barcode Single

5023139700905

Manufacture Manufactured in the UK.
Core Size 58T67 - 367mm x 26mm x 3mm Barcode Pack N/A
Hips Granules & Flexi - used to create the dispenser. Endcaps fitted to
Packaging Inner Box left & right of dispenser, with metal blade inserted into lid. Barcode Case 05023139700967

Completed dispenser & contents shrink wrapped.

Packaging Outer Box

Plain Outer Cardboard Box

Specification
Instructions

Cling Film must pull from back of the dispenser. Ensure that each roll
has sufficient & straight roll back for easy start.

Packing Instructions

Pallet Configuration

Pack 6 shrink wrapped dispensers per outer case.

CHEP Pallet- 10 cases per layer, 6 layers high, 60 cases per pallet.

Packaging Waste Weights (Approximate) (G)
Weights & Dimensions (Approximate)
Primary Packaging Secondary Secondary Transit
Inner Weight (G) (Gross) 1300 Recycled 0 180 0 2960
Cardboard/Paper
Pack Weight (G) (Gross) N/A Recycled 51.2 0 0 0
Cardboard/paper Core

Case Weight (KG) (Gross) 8 Plastic LDPE 6 0 0 415
Inner Dimensions (CM) W xH x D 39x8.5x7.5 Plastic PP 0 0 0 0
Pack Dimensions (CM) W x Hx D N/A Plastic Blade 0 0 0 0
Case Dimensions (CM) W x H x D 42x18x24 Metal Blade 8.2 0 0 0

Instrastat/Commodity Code

39204310

Pallet Wrapping

Cardboard corner to be placed on each corner of the pallet & Stretch wrapped secured to pallet, minimum of 8 revolutions

Uncontrolled If Pi
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